Trip Generation Definitions

Average Trip RateThe weighted average of vehicle trips or trip ends perafimmdependent
variable. The weighted average is the sum of allenigss divided by the sum of all independent
variable units.

Trip: A single or one-directional vehicles movement witiner the origin or the destination
(exiting or entering) in the study site.

Trip End One trip end is equal to one trip.

AM and PM Peak Hour Volume of Adjacent Street Traffiighest one-hour weighted average
vehicles trip generation rate between 7:00 — 9:00 AM and 4:00 P8400

Average Trip Rate for the Peak Hour of the Generaumighted average vehicle trip generation
rate during the hour of highest volume of traffic engpand exiting the site during the AM or
the PM.

Average Weekday Vehicle Trip Endehe average 24-hour total of all vehicle trips counted to
and from a study site from Monday through Friday.

Average Weekday Trip Rat®Veighted average vehicle trip generation rate during a 84-ho
period for a weekday, Monday through Friday.

Independent VariableA physical, measurable or predictable unit describingtigy site or
generator.

Gross Leasable Area (GLAJotal floor area designated for tenant occupation aolligive use.
It is the area that tenants pay rent for and producesi@c

Gross Rentable Area (GRAJhe area inside the finished permanent outer buildelgsw
Includes area inside outer walls except for stairs agdgshafts, flues, pipe shatfts, vertical ducts
and balconies.

Gross Floor Area (GFAJThe sum of all floor space on all floor levels wallkar free-standing
spaces (6 feet 6 inches) regardless of their use.

Multi-use DevelopmentA single real estate project that involves morenthiae land use.

Internal Capture Raté\ reduction of trips, as a percentage, to accourthifcapture” of
vehicles that will travel from one land use to anotkginout leaving the site and utilizing the
roadway system.
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